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The use of metalworking lubricants requires compe- 
tent product selection based on intensive application- 
oriented research and development. But this is only one 
of OEST LUBRICANTS‘ strengths. Our aim is to make 
our customers‘ production processes safe, sustain-
able, efficient and economical. The focus is on the 
entire process, including tailor-made support in cooling 
lubricant management. 

Our specialists from Application Technology and Oest 
Fluid Management have therefore teamed up with 
engineers from OEST SYSTEMS, the mechanical en-
gineering division of the Oest Group, to develop a fully 
automatic, top-of-the-range cooling lubricant monitoring 
system – COLOMATE®. 

Developed by experts 
from the Oest Group  
in Freudenstadt
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Concentration fluctuations with and without COLOMATE®.

A constant cooling lubricant concentration is one of 
the most important quality factors in production. Fully 
automatic continuous monitoring and regulation with 
COLOMATE® minimises concentration fluctuations, 
which has several positive effects.

     Longer tool life due to less wear 

     High quality of workpieces 

     Lower cooling lubricant consumption 

     Prevention of corrosion and machine damage 

     Lower bacterial contamination for
     employees and therefore fewer sick days

Automation in fluid  
management – because 
it pays off for you!  



Reduced costs thanks to safe, stable processes 
and reduced cooling lubricant consumption   

Resource-saving contribution to sustainability  
through long service life and minimised consumption 

Increased efficiency thanks to automation in fluid 
management and seamless digital documentation  

Reduced workload and time savings thanks to  
the elimination of manual measurements and refilling 

Reduced effort thanks to longer intervals 
for cooling lubricant exchanges 

High occupational safety thanks to less skin contact 
and avoidance of potential sources of error in handling 

Reliable legal certainty thanks to transparency 
and automatic digital documentation    

Rapid refinancing thanks to ongoing savings 
within a short time period   

Your advantages at a glance
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Coolant

COLOMATE® can be quickly and easily integrated  
into existing production processes during ope- 
ration without machine downtime. There is no 
downtime.
 
Maintenance requirements are minimal, which reduces 
the burden on ongoing operations. COLOMATE® is 
adaptable and can be flexibly scaled to different 
machines and production requirements.

Simple and smooth  
integration during  
ongoing operations

One system,  
two versions – tailored  
to your needs

All milling, turning and grinding machines that operate 
with water-miscible cooling lubricant can be connec-
ted to COLOMATE®. Depending on the number, two 
versions are available:

        COLOMATE® M4    
        for up to 4 processing machines

        COLOMATE® M16
        for up to 16 processing machines

H2O

230 V

VE-H2O

In addition to the power connection, COLOMATE® 
has a cooling lubricant suction hose and connections 
for tap water and, for example, deionised water 
(> 3 bar). A valve also allows manual extraction. 

COLOMATE® has a total  
weight of 225 kg.  
Dimensions (WxDxH):  
approx. 62 x 86 x 148 cm. 

Each processing machine is  
connected individually with a  
pipe (max. 50 m). This means  
there is no risk of mixing.
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Monitoring with your  
own app – simple 
and convenient

All parameters, including consumption monitoring, 
can be accessed at any time via the specially developed Fluid 
Management App. In addition to the fill levels of all processing 
machines and cooling lubricant containers, all important data, 
such as concentration, pH value, etc., are displayed in real 
time. The app also allows you to set threshold values for 
warning messages and contains a library for cooling lubricants 
as well as a ticket system for updates and direct support 
from our specialists.

The decentralised units take over the level  
measurement at the machine tanks as well as the 
pumping process and circulation, even when  
the processing machine is switched off.

Up to 16 processing  
machines can be connected 
to COLOMATE®.  

The app is not tied to COLOMATE® and  
can also be used independently 
 
Clear display on desktop computer, tablet  
and mobile phone 
 
Worldwide ‘live access’ to the machine  
and all measured values 
 
Access to current and past data 
 
For machines without COLOMATE® the data  
can be entered manually 
 
Thanks to a stand-alone internet connection  
no integration into your network is required 
 
Data export in various formats  
 
Individual user rights can be assigned

&&THE NEW
   FLUID 
  MANAGEMENT 
        APP

Each processing machine is  
connected individually with a  
pipe (max. 50 m). This means  
there is no risk of mixing.
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OEST LUBRICANTS 
GmbH & Co. KG 
Georg-Oest-Straße 4
D-72250 Freudenstadt 
Tel. +49 7441 5390 
lubricants@oest.de

MANUFACTURER:
OEST SYSTEMS 
GmbH & Co. KG 
Robert-Bürkle-Straße 7 
D-72250 Freudenstadt 
Tel. +49 7441 539400 
systems@oest.de

www.oestgroup.com


